WE BRING:

WE NEED:

OTHER:

Antti Laitila

STEVE ‘N’ SEAGULLS TECHNICAL RIDER 2026
UPDATED March 27, 2026

SOUND

« FOH console Allen & Heath dLive C1500 (monitors mixed from FOH)
+ Allen & Heath IP8 remote controller

« Allen & Heath CDM32 MixRack

« Allen & Heath DX168 DX Expander for drums

« 2x 13" laptop for FOH

» Waves Extreme-C SoundGrid Server

+ 4 x Sennheiser EW |IEM G4 range A1 470-516 MHz

- Wired IEM for a drummer

« All the needed mics and DI’s

« XLR cables for drums

« Professional quality PA system optimized for the venue with all the needed fills

« Stage size at least 6 x4 m

+ 3 x2 mriser for the drummer depending on the stage size

« FOH working area restricted from the audience with the help of security staff if necessary
« Table for FOH console, ideal size L 180 cm (6 ft) x W 90 cm (3 ft) x H 90 cm (3 ft)

+ 1 x 6-way power outlet for FOH

« 2 x quality STP Cat5e/Cat6/Cat7 -cable with EtherCon connectors between FOH and stage
+ 10 x Tall Boom Stand (2 in FOH position, 1 for directional antenna on stage)

+ 3 xShort Boom Stand

+ 6 x 3-way power outlet shown in the stage plot

« XLR cables for all the inputs (18), excluding inputs patched to DX168

+ 2 x Subsnake: downstage left (8 inputs) and downstage right (10 inputs)

At least one competent person with knowledge of the sound system and lights must be present
from load-in until the end of the show. FOH position must be located in the middle of the audience
and in the center of the stereo image of PA system with a good overview of the stage area. If our IEM
frequencies cannot be used, the organizer should arrange alternative system. Our equipment are
working on 100-240V AC, 50/60 Hz. We provide all the necessary power adapters for each country.

ALWAYS check the latest version of technical rider from
www.anttilaitila.com/snstechrider
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STEVE ‘N’ SEAGULLS TECHNICAL RIDER 2026
UPDATED March 27, 2026

LIGHT

WE BRING: - Chamsys MQ70 console + Extrawing
« Floorpackage of lights
« Backdrop (three different sizes: 5x3m, 10x6m and 14x8m). 10x6m is main backdrop

WE NEED: + 1 x Cat5e/Cat6/Cat7 -cable from FOH to USC (or two empty DMX- universes) for our own lights
+ 3 x 16A CEE power outlet for our own floor set(USC)
« Good front-lights for full coverage to stage and also focused to each musician. We prefer moving
heads with CMY or RGBW mixing
« Good backlights, spots and washes. Blinders and strobes are very nice too
+ 4-6 lights for the backdrop, some kind of washes or floods with RGBW-color mixing
« Patch-list and Lighting Plot of house lights 2 weeks before the show
« Table for the console, 1,2m x 0,6m minimum

ALWAYS check the latest version of technical rider from
www.anttilaitila.com/snstechrider
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STEVE ‘N’ SEAGULLS INPUT LIST 2026

UPDATED March 27,2026

CH UNIT/CH | INSTRUMENT MICROPHONE / DIRECT INPUT | +48V | STAND
01 DX168/01 | BDIN Shure Beta 91A X
02 DX168/02 | BD OUT Shure Beta 52A S/B
03 DX168 /03 | SNARE TOP Beyerdynamic M 201 TG Clamp
04 DX168 /04 | SNARE BOTTOM Sennheiser e604 Clip
05 DX168 /05 | HH RODE NT5 X S/B
06 DX168 /06 | PANDEIRO R@ODE NT5 X Clamp
07 DX168 /07 | TIMBALE Heil Sound PR28 Clip
08 DX168 /08 | RACKTOM 10” Heil Sound PR28 Clip
09 DX168 /09 | FLOORTOM 14" Sennheiser €902 Clamp
10 DX168 /10 | WURST MIC Audix i5 S/B
11 DX168 /11 | OH STAGE RIGHT AKG C214 X T/B
12 DX168 /12 | OH STAGE LEFT AKG C214 X T/B
13 DX168 /13 | ROLAND SPD ONE L Telefunken TDP-2 DI OUT 1
14 DX168 /14 | ROLAND SPD ONE R Telefunken TDP-2 DI OUT 2
15 CDM32/15 | EMPTY
16 CDM32/16 | ELECTRIC BASS SansAmp Bass Driver X
17 CDM32/17 | ACCORDION 2 Telefunken TDP-1 DI OUT
18 CDM32/18 | ACOUSTIC GUITAR 1 Telefunken TDA-2 DI OUT 1 X
19 CDM32/19 | ACOUSTIC GUITAR2 OUT 1 Telefunken TDA-2 DI OUT 1 X
20 CDM32 /20 | ACOUSTIC GUITAR 2 OUT 2 Telefunken TDA-2 DI OUT 2 X
21 CDM32/21 | MANDOLIN 1 Telefunken TDA-2 DI OUT 2 X
22 CDM32/22 | MANDOLIN 2 Telefunken TDA-2 DI OUT 2 X
23 CDM32/23 | BANJOOUT 1 Telefunken TDA-2 DI OUT 1 X
24 CDM32/24 | BANJOOUT 2 Telefunken TDA-2 DI OUT 2 X
25 CDM32/25 | ACCORDION 1TREBLE Telefunken TDP-2 DI OUT 1
26 CDM32/26 | ACCORDION 1 BASS Telefunken TDP-2 DI OUT 2
27 CDM32/27 | KEYBOARD L Telefunken TDP-2 DI OUT 1
28 CDM32/28 | KEYBOARD R Telefunken TDP-2 DI OUT 2
29 CDM32 /29 | HILTUNEN ACCORDION VOC (SR) [ Sennheiser €935 T/B
30 CDM32/30 | REMMEL LEAD VOC Telefunken M81 T/B
31 CDM32/31 | LUIGI BASS VOC Telefunken M80 T/B
32 CDM32 /32 | HERMAN BANJO VOC (SL) Telefunken M80 T/B
33 DX168/15 | SKUBU DRUM VOC Telefunken M81 SH T/B
34 DX168/16 | CLICK From drummer, stage right
35 CDM 32/13 | KANTELE Telefunken TDA-2 DI OUT 1 X
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STEVE ‘N’ SEAGULLS STAGE PLOT 2026
UPDATED March 27, 2026

BACKDROP BIG 14 x 8 m | MEDIUM 10 x 6 m | SMALL 5x3 m

STAGE RIGHT 6 STAGE LEFT
x3

DRUMS (DX168/ 1 -14)
6 X3

Clex ox1ss 16 '

Output 7-8
Drummer IEM

SKUBU
Output 15-16 PAL/R

Output 1-8 IEM

Stagebox and IEM rack can be
located both stage left or stage right.

KANTELE
(13)
MANDOLIN 1
(21)
ACCORDION 1 ACGTR 1 ELECTRIC BASS ACGTR 2
(25,26) (18) (16) (19,20)
KEYBOARD MANDOLIN 2 ACCORDION 2 BANJO
(27,28) (22) (17) (23,24)
HILTUNEN REMMEL LuIGI HERMAN
(29) (30) 31 (32)

f o

i = Vocal microphone

6 = Power outlet

Antti Laitila Sound
Mikko Rahkonen Light
Viljam Hanninen Band
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